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DT-5000
High-Definition DLP®

Home Theatre Projector

Design and specifications are current as of September 2006 but are subject to change without notice.
* High Definition Television (HDTV) Monitor Defined by CEA (Consumer Electronics Association, USA) to 16:9 aspect ratio monitor or display with active vertical scanning lines of 720 progressive (720p) and higher.
* DLP® and the DLP logo are registered trademarks of Texas Instruments.
* All company and/or product names are trademarks and/or registered trademarks of their respective manufacturers. Sharp makes no warranties or representations of any kind with respect to these products.
*1 The lamp life may vary depending on the usage condition.
*2 When a 1,920 x 1,080 signal input, the image is compressed before it is displayed on the screen.
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DMD™ chip

Number of pixels

Resolution

HDTV compatibility

Computer RGB input signals

Video colour systems

Lens

Projection size

Projection distance

Luminance

Contrast ratio

Input terminals

RGB terminals

Power source

Power consumption

Fan noise

Projection lamp

Lamp life*1

Dimensions (W x H x D)

Weight

Supplied accessories

DT-5000

Optional Accessories

AN-C3CP
3-RCA to 15-pin
D-sub cable (3 m)

AN-A1DV
DVI to 15-pin
D-sub adaptor

AN-C3DV
DVI cable (3 m)
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Specifications

1080P High-Definition
Theatre Projector

AN-K20LP

Lamp Cables

0.95” (1,920 x 1,080 dots) DLP® Chip by Texas Instruments

2,073,600 pixels (1,920 x 1,080)

1000 TV lines (DV 1080P input), 580 TV lines (video input)

1080P, 1080I , 720P, 576P, 576I, 480P, 480I

WSXGA*2, WXGA, SXGA+, SXGA, XGA, SVGA, VGA, Mac 21"/19"/16”/13”

NTSC3.58/NTSC4.43/PAL/PAL (60Hz)/PAL-M/PAL-N/SECAM

1:1.35 manual zoom and focus

40” – 300”

4.1m – 5.5 m for 16:9 side 100” screen

1,000 ANSI Lumen (in High-Brightness Mode)

12000:1 (in High Contrast Mode)

5RCA (component) x 2, RCA video x 1, S-video x 1

HDMI (digital video component & RGB) x2, DVI-I x1

AC 100-240V, 50/60Hz (multi-voltage)

320W (Lamp setting: Bright)/265W (Lamp setting: Eco + Quiet) with AC 100V
310W (Lamp setting: Bright)/260W (Lamp setting: Eco + Quiet) with AC 240V

33 dB (Lamp setting: Bright), 31 dB (Lamp setting: Eco + Quiet)

220W (SHP)

3,000 hours (Lamp setting: Eco + Quiet)

475 x 187.5 x 410.2 mm (Including adjuster legs and lens)
475 x 172.5 x 410.2 mm (main body only)

9.4 kg

Lens cap, power cord, backlit remote control, terminal cover, two AA batteries, operation manual


